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REUSE EXISTING HANDICAP SIGNAGE

AND POSTS IN PLACE, SEE DETAIL FOR

MARKINGS
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4 INCH WHITE

PAINTED CHEVRONS

AT 18 INCH O.C. (TYP.)

4 INCH WHITE

PAINTED CHEVRONS

AT 18 INCH O.C. (TYP.)
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NEW CONCRETE

CURB STOPS (TYP.),

SEE DETAIL
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'
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'

REMOVE AND REPLACE

EXISTING ASPHALT CURB

TO ABUT TO EXISTING

CONCRETE CURB ON BRIDGE

AGGREGATE DRAINAGE

OUTLET TO CREEK

8'

WIDEN EX ENTRANCE

BY 8 FEET

CONSTRUCT NEW ASPHALT CURB

LIMITS OF

ENTRANCE

DRIVE

PLACE 2 NEW BOLLARDS

NEAR YARD HYDRANT

REMOVE EXIST. FENCE

PLACE NEW FENCE ALONG

DRIVE MATCHING EXISTING.

RELOCATED LIGHT

UNDER SEPARATE

ELECTRICALSCOPE
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ROYAL OAKS PARK PAVILION

No. Date Description

1

36" 48"

1
2

"
1

2
"

1
2

"

PAINTED ARROW

1

SCALE: N.T.S.

9

'

(

T

Y

P

.

)

2
1

'

(
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Y
P

.
)

4" WIDE WHITE PAINTED STRIPES (TYP.)

10.39'

(TYP.)

60°

1

9

'

(

T

Y

P

.

)

HANDICAP STALL LAYOUT

2

SCALE: N.T.S.

5
4

"

48"

2"Ø METAL POST

OR HAT (       ) SECTION

5"Ø STEEL PIPE CONCRETE

FILLED. PRIMED AND PAINTED

YELLOW, 2 COATS

18"Ø CONCRETE

ENCASEMENT

(3000 PSI, 28 DAYS)

6
"

18"

3
6

"
3

6
"

HANDICAP

PARKING

*
ALUMINUM SIGN

FINISHED GRADE

*
*

SIGN AND HEIGHT TO MEET STATE OF MISSOURI

OR ADA ACCESSIBILITY REQUIREMENTS.

*

60 DEG. PLAN

PAINTED SYMBOL

HANDICAP PARKING SIGN IN PAVEMENT

PAINTED SYMBOL (TYP.)

(SEE DETAIL)

HANDICAP PARKING SIGN

(SEE DETAIL)

9

'

4" PAINTED

CHEVRONS

AT 18" O.C.

9'

(TYP.)

1
9

'

(
T

Y
P

.
)

PARKING LAYOUT

3

SCALE: N.T.S.

4" WIDE WHITE PAINTED STRIPES, (TYP.)
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.

)

B

E

F

O

R

E

C

U

R

V

E

90 DEG. PLAN

4" PAINTED

CHEVRONS

AT 18" O.C.

PAINTED SYMBOL (TYP.)

(SEE DETAIL)

8'

(MIN.)

SEE

PLAN

5'

(MIN.)

SEE

PLAN

USE IN PLACE EXISTING SIGNAGE

PAVEMENT MARKING PLAN

C1-01
1

PLAN

00 20' 40'

LEGEND

2
3

DESCRIPTION EXISTING NEW

PARKING AISLE STALL COUNT

OVERALL PARKING STALL COUNT

44

42

6
"

8" 6"

6"

ASPHALTIC CURB

4

SCALE: N.T.S.

ASPHALT CURB

COMPACTED EARTH

PREPARED SUBGRADE

ASPHALTIC PAVEMENT SECTION

5

SCALE: N.T.S.

PREPARED SUBGRADE

MoDOT TYPE 1

AGGREGATE BASE

TYPE “C” ASPHALTIC CONCRETE SURFACE COURSE

PRIME COAT

6
"

6
"

(
M

I
N

.
)

2
"

TACK COAT

SAWCUT EDGE TO CREATE

CLEAN JOINT

TACK COAT

EXISTING

ASPHALT

TYPE “C” ASPHALTIC CONCRETE

BASE COURSE (2 LIFTS)

WIDENING SECTION OVERLAY SECTION

CARRY SURFACE COURSE

FROM OVERLAY OVER TO WIDENING

IN ONE CONTINUOUS LIFT

EXISTING

AGGREGATE

MILL TWO INCHES

OF EXISTING ASPHALT

90° PARKING LAYOUT

60° PARKING LAYOUT


